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ABSTRACT
A series of nanocomposite coatings was produced, comprising a hydrogel polymer, poly
(2-hydroxyethyl methacrylate)/poly(ε-caprolactone) (PHEMA/PCL) matrix with nanoscale
carbonated hydroxyapatite (nCHA) filler particles. The weight fraction of the filler was
varied from 0 to 20% and the composites were applied as coatings onto Ti-6Al-4V
substrates. The filler distribution and surface morphology were investigated by AFM,
and the mechanical stability of the coatings was characterised using nanoindentation in
both dry and wet conditions. The cellular response to the coatings was also examined in
vitro using human osteoblast (HOB) cells. It was found that interfacial cracking occurred
for composites containing greater than 10 wt.% nCHA and that 10 wt.% nCHA composite
coatings appear to offer the greatest coating stability and bioactivity compared with the
other composite coatings. It was concluded that the nCHA-containing PHEMA/PCL com-
posite coatings had the potential to provide a soft, low modulus interface between metal
implants and bone.
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Titanium (Ti) or titanium alloys including Ti-6Al-4V
have been used successfully as dental and orthopaedic
implants for decades [1]. There has also been con-
siderable interest in producing coated implants to
promote enhanced bioactivity at the bone implant
and interface [2]. However, many commercially avail-
able coatings are brittle in nature and unable to con-
form to the surface topography of the osseous
environment into which they are placed.
Hydroxyapatite (HA) is a bioactive and osteocon-
ductive material, which has similar phase composi-
tion and crystal structure to natural bone mineral. It
has the formula, Ca10(PO4)6(OH)2 and is one of a
family of calcium phosphate compounds which have
been used in orthopaedic implants. Apart from cal-
cium and phosphorus ions in natural bone mineral
carbonate ion (CO3
2-) has been found to be the most
abundant ion, occupying 2–8 wt.% of the inorganic
component of bone [3]. This makes the carbonated
hydroxyapatite (CHA) have a more similar chemical
composition to the natural bone mineral than HA.
Not only does CHA have greater osteoconductivity
than HA [4,5] but it is also bioresorbable [6].
HA coatings on metal implants have been reported to
create an osteophilic surface that will accelerate bone
formation in the initial stages of osseointegration, result-
ing in chemical fixation of the implant to bone, thereby
enhancing the stability and reducing the movement of
the implant. However, these HA coatings do not over-
come the potential issues of stress shielding and for this, a
low modulus coating might be desirable. The use of a
hydrogel, in particular crosslinked poly(2-hydroxyethyl
methacrylate) (PHEMA), as an interfacial coating mate-
rial between a metallic implant and bone has been inves-
tigated by Netti et al. [7] with the view that the swelling
capacity of the PHEMA in a constrained environment
would offer a mechanism to fix a metallic implant in an
intramedullary cavity. Pull-out test in vitro and an in vivo
study using PHEMA-coated Ti pins implanted in the
diaphysis of rabbits showed promising results.
This study aims to produce and characterise bioac-
tive coatings that are conformable when wet, and
resorbable once the bone repair process has occurred.
The addition of polycaprolactone (PCL) into PHEMA
hydrogel was reported to improve both mechanical
strength and cell activity [8], suggesting that this
might be a good option for the matrix component
of a composite. Nano-sized particles incorporated
into composites have been reported to alter the
potential for more uniform filler distribution with
improved mechanical and physical properties than
microcomposites [9–11]. Therefore, a series of
PHEMA/PCL-nCHA nanocomposites was prepared
and applied to coat Ti-6Al-4V substrates followed
by investigation of their physical, mechanical and
biological properties.
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Materials and methods
Production and characterisation of nCHA
Nano-sized CHA particles were produced using the
aqueous precipitation method proposed by Gibson
and Bonfield [12]. Briefly, carbonate ions were pro-
duced by bubbling CO2 gas into deionised water
(DIW) and 7.5 mM orthophosphoric acid
(H3PO4, 85%, VWR) was added into this ‘carbonated
DIW’. nCHA was synthesised by adding this mixture
to 13.2 mM calcium hydroxide (Ca(OH)2, VWR) at
5 ml/min. Once addition was complete, the mixture
was stirred for 2 hours and left overnight at room
temperature to age. After aging, the resulting preci-
pitates were filtered using a vacuum pump and sub-
sequently dried at 80°C for 24 hours prior to
characterisation.
The phase composition of nCHA was determined
by X-ray diffractometry (XRD: Philips Gen4
PW3719) with CuKα radiation. XRD was operated
at 40 mA and 40 kV, analysing nCHA between 2θ
range of 18–42° with a step of 0.05° and a dwell time
of 2 seconds. Fourier transform infrared spectroscopy
(FTIR, Bruker Optics Tensor 27) was used to char-
acterise the chemical composition. Data were col-
lected over the wavenumber range of
700–4000 cm−1 at a resolution of 4 cm−1. The carbon
elemental analyser was used to determine the carbo-
nate ion content in nCHA by measuring the amount
of CO2 gas produced when nCHA was heated.
Transmission electron microscopy (TEM: JEOL
2000FX) was used to observe the morphology of
nCHA at an operated voltage of 200 kV.
Production of hydrogel-nCHA composite coatings
The coating substrates were prepared by cutting
10 mm diameter rods of Ti-6Al-4V (Advanced
Titanium Metals Ltd, UK) into discs of 2 mm thick-
ness. After the cutting, each disc was ultrasonically
cleaned with ethanol for 30 minutes followed by
rinsing with DIW and air-drying. The cleaned discs
were etched using hydrochloric acid (HCl, 38%,
Fisher Scientific) at 40°C for 3.5 hours followed by
ultrasonic cleaning in acetone for 30 minutes. They
were then rinsed thoroughly with DIW and air-dried.
The composite coating materials were prepared by
first melting pellets of polycaprolactone (PCL,
Aldrich) in 2-hydroxyethyl methacrylate (HEMA,
97% Aldrich) at 60°C at a weight ratio of 1:4, respec-
tively. When PCL was completely dissolved, the fol-
lowing chemicals were added and mixed for 2 hours:
0.5 wt.% of benzoyl peroxide (BPO, 70%, Aldrich)
and ethylene glycol dimethacrylate (EGDMA, 98%,
Aldrich) based on the weight of HEMA as the initia-
tor and the crosslinking agent, respectively. Varying
weight fractions (0–20 wt.%) of the filtered, still wet,
nCHA precipitates was also added based on the
weight of the total composite sample. The composite
coatings on Ti-6Al-4V substrates were produced by a
moulding technique followed by curing at 80°C in an
oven.
Characterisation of hydrogel-nCHA composite
coatings
Atomic force microscopy (AFM)
AFM was used to investigate both the coating surface
morphology and the filler distribution. AFM in tap-
ping mode was performed both in ambient and wet
conditions using a Veeco Nanoscope V (Digital
Instruments, Veeco Metrology Group). For both con-
ditions, 10 μm × 10 μm areas of the coating surfaces
were scanned and topographic (height) images were
taken. For ambient AFM, phase images were also
taken simultaneously. The two-representative compo-
site coating samples with the lowest (0 wt.%) and
highest (10 wt.%) filler contents were chosen to inves-
tigate in wet conditions. Prior to wet AFM, each
sample was hydrated in deionised water (DIW) at
37°C for 3 days and the sample remained fully sub-
merged in DIW throughout the test.
Nanoindentation
An MTS nanoindenter XP (MTS Nanoinstruments)
was used to investigate the modulus of the compo-
site-coated samples both in dry and wet conditions.
Prior to wet tests, each sample was pre-soaked in
DIW at 37°C for 3 days and it was made sure to be
completely submerged in DIW throughout the test.
A spherical sapphire tip of 500 μm radius was used
and a loading-unloading cycle was applied with a
hold period of 10 seconds at the maximum load in
order to dissipate creep deformation prior to unload-
ing. During each test, a load-displacement curve was










where P and h are load and displacement respec-
tively, ν is Poisson’s ratio, and R is the spherical
indenter tip radius [13].
Human osteoblast (HOB) cell culture study
The cellular response to composite coatings was inves-
tigated using primary human osteoblast cells (HOBs)
obtained from enzymatic digestion of trabecular bone
from femoral heads donated by total hip replacement
patients following the guidelines for local ethical com-
mittee approval (LREC No. 06/Q0108/213) and
informed consent (Addenbrooke’s Hospital,
Cambridge). All the samples were pre-soaked in
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culture medium (McCoy’s 5A solution without phenol
red (BioConcept, Switzerland) supplemented with
10% foetal bovine serum, 1% penicillin-streptomy-
cin-glutamine and 25 μg/ml vitamin C) for 3 days at
37°C in a humidified atmosphere of 95% air and 5%
CO2 before seeding HOBs at a concentration of 2 × 10
4
cells/cm2. After seeding, the samples were incubated
for 4 hours to allow the cells to attach to the surface
and then transferred to 24-well culture plates (using
only the central eight wells). A volume of 1 ml of
culture medium was added to each well and the sam-
ples were further incubated for up to 14 days. In order
to improve coating adhesion of the nCHA-free com-
posite, Ti-6Al-4V discs were mechanically ground
rather than HCl-etched.
Scanning electronmicroscopywith energy dispersive
spectroscopy (SEM-EDS) was used to observe the mor-
phology of HOBs growing on each different composite
coating at days 3 and 14 by taking each sample out from
culture medium and rinsing with 0.9% NaCl solution.
After the rinse, the cells were fixed in 4% glutaraldehyde
in HEPES (4-(2-hydroxyethyl)-1-piperazineethanesul-
phonic acid) buffer solution (Sigma Aldrich, UK). All
the cell-fixed samples were critical-point dried and then
sputter coated with palladium for 90 seconds. For ima-
ging, a secondary electron mode was used at an accel-
erating voltage of 15 kV.
Results
Carbonated hydroxyapatite nanoparticles (nCHA)
The XRD pattern of CHA matched well with the
result expected for phase-pure synthetic HA
(Figure 1(a)). All expected major peaks, such as
(002), (211), and (300), were present in the XRD
pattern. The vibrations associated with phosphate,
hydroxyl and carbonate peaks were also identified
on the FTIR spectrum (Figure 1(b)): peaks at 964,
1022, and 1092 cm−1 for phosphate group, peak at
3572 cm−1 for hydroxyl group and peaks at 872, 1420,
1447, 1539, and 1558 cm−1 for carbonate group. The
carbon elemental analysis revealed that the CHA
produced contained 3.90 ± 0.21 wt.% carbonate.
TEM micrograph is shown in Figure 1(c), and indi-
cates that each particle had a needle-like morphology
with approximate dimensions of 80–120 nm in length
and 20–40 nm in width.
PHEMA/PCL-nCHA composite coatings on Ti-6Al-
4V
Figure 2 shows the composite coatings on Ti-6Al-4V
discs at a range of nCHA loadings. Those containing
0–10 wt.% nCHA show homogeneous and smooth
composite coatings (Figure 2(a-c)) whilst those with
12–20 wt.% nCHA show coating cracking failures
(Figure 2(d-f)).
Figure 3 shows the height and corresponding phase
images of composite coatings scanned by AFM under
ambient conditions. While the surface appeared rela-
tively flat and smooth for the nCHA-free sample, it
looked rough for the filled samples. The bright regions
in the phase images of nCHA-filled composite coatings
were found to be populated by particles of size ranging
from 50 to 100 nm, the 10 wt.% nCHA-filled composite
coating showing more bright regions than the 5 wt.%
nCHA-filled composite coating. No such nano-particles
could be observed in the phase image of the filler-free
sample (Figure 3(b)). Immersing 10 wt.% nCHA-filled
composite coating in DIW for 3 days significantly chan-
ged the surface feature while no such significant differ-
ence was observed for the filler-free composite coating.
The globule-aggregates observed in the dry height image
(Figure 3(f)) were no longer visible on the hydrated
height image.
Throughout all the nanoindentation tests, neither
coating delamination nor coating cracking were
observed. Figure 4 shows the load-displacement
curves of composite coatings tested both in dry and
wet conditions (Figure 4(a-b)). The modulus of the
coatings calculated is also shown in Figure 4(c-d). In
dry conditions, increasing the nCHA content
increased the modulus of the composite coating in a
near linear fashion from 127 MPa for 0 wt.% nCHA-
containing sample to 736 MPa for 10 wt.% nCHA-
containing sample (Figure 4(c)). Although no similar
Figure 1. (a) XRD pattern (solid line) of carbonated hydroxyapatite (CHA) with XRD peaks of synthetic HA (ICDD: 09–0432,
dotted line) (b) FTIR spectrum and (c) TEM image of CHA synthesised.
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Figure 2. PHEMA/PCL-nCHA composite coatings onto Ti-6Al-4V discs (a) 0 wt.% nCHA (b) 5 wt.% nCHA (c) 10 wt.% nCHA; the
inset depicting the same composition coating in a tilt view (d) 12 wt.% nCHA (e) 15 wt.% nCHA (f) 20 wt.% nCHA.
Figure 3. AFM images of (a) dry height (b) phase and (c) hydrated height of 0 wt.% nCHA composite coatings (d) dry height and (e)
phase of 5 wt.% nCHA composite coatings (f) dry height (g) phase and (h) hydrated height of 10 wt.% nCHA composite coatings.
Note: the colour scale on the images is not consistent.
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near-linear increase in modulus was noted with
increasing filler content in wet conditions the 10 wt.
% nCHA-containing sample clearly exhibited a
higher modulus than the others (Figure 4(d)).
Figure 5 shows SEM micrographs of HOB cells on
composite coating surfaces after 3 and 14 days in cell
culture. After 3 days, HOB cells on the filler-free
composite coating were observed to be spindle-
shaped in morphology while flat- and irregular-
shaped cells were observed for nCHA-containing
composite coatings. After 14 days in culture, the
cells on the filler-free composite coating showed
improved spreading and were similar in morphology
to those on nCHA-containing composite coatings at
day 3. The edge of the cell cytoplasm could not be
easily distinguished. The morphology of HOB cells
on 5 wt.% nCHA-containing composite coating sur-
face changed very little from day 3 to day 14, main-
taining the very flat- and irregular shape. However,
the cytoplasmic edge of the flat cells on the 10 wt.%
nCHA-containing composite coating surface
appeared to be more distinguishable at day 14 than
at day 3 and many filopodia were observed with
evidence of extracellular matrix expression. In
Figure 4. Load-displacement curves of PHEMA/PCL-nCHA composite coatings in (a) dry and (b) wet conditions, the modulus
evaluated for the composite coatings in (c) dry and (d) wet conditions.
Figure 5. SEM micrographs of primary human osteoblast (HOB) cells on PHEMA/PCL-nCHA composite coating surface with (a)
0 wt.% nCHA (b) 5 wt.% nCHA and (c) 10 wt.% nCHA after 3 days in cell culture, (d) 0 wt.% nCHA (e) 5 wt.% nCHA and (f) 10 wt.
% nCHA after 14 days in cell culture.
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addition, globular precipitates with approximately
1–3 μm in diameter were observed on 10 wt.%
nCHA-containing sample (Figure 5(f)). Point SEM-
EDS analysis indicated that these precipitates were
mainly composed of calcium and phosphorus (data
not presented). The filler-free composite coatings
were found to be partially peeled off the substrate
by day 14 while the nCHA-containing composite
coatings were still intact.
Discussion
A series of PHEMA-based nanocomposites were pre-
pared as potential coating materials for metal
implants.
A phase-pure nCHA was successfully produced in
this study, containing about 4 wt.% carbonate, which is
within the reported range for natural bone mineral [3].
In addition, all the peaks identified for carbonate
group in the FTIR spectrum indicate that a mixed
AB-type nCHA was produced [14,15].
The PHEMA/PCL-nCHA composites with varying
filler weight fractions were coated on HCl-treated Ti-
6Al-4V substrates. Well-attached and crack-free com-
posite coatings were produced for filler contents up
to 10 wt.% (Figure 2).
Both the surface morphology and filler distribution
of the composite coatings were obtained from AFM
analysis (Figure 3). Each of the bright particles
observed in phase images of the filler-containing
composite coating surfaces is very likely to be the
representative of the nano-sized filler because of 2–3
orders of magnitude different modulus between the
bioceramic filler and hydrogel polymer matrix. In
addition, the shape and size of each particle agree
well with the morphology of synthesised nCHA par-
ticles found by TEM (Figure 1(c)). The phase images
of composite coatings reveal that the filler particles
were dispersed patchily for 5 wt.%-containing com-
posite coating while they were dispersed as a whole
rather than region by region for 10 wt.%-containing
composite coating. This dispersion of nCHA particles
throughout the whole scanned area might be inter-
preted as showing that the PHEMA/PCL polymer
matrix is only able to take up to 10 wt.% of the filler
in the composite coating. Furthermore, some nCHA
agglomerations could be seen together with discrete
nCHA on the 10 wt.% nCHA composite coating sur-
face. This might be why the composite coatings could
not have been made with a higher filler content,
without cracking.
The hydration response of 10 wt.% nCHA-contain-
ing composite coating was significant since the glo-
bules seen in dry state had completely disappeared
after immersing the sample in DIW for 3 days.
During the immersion period, the hydrogel, PHEMA
in the composite system would have swollen, burying
both the nCHA particles and hydrophobic polymer
PCL underneath the surface. The same swelling reac-
tion would have occurred to the filler-free composite
coating in wet conditions, explaining why the topo-
graphical features were similar regardless of the filler
incorporation in the hydrogel polymer matrix.
The mechanical stability of coating was charac-
terised using nanoindentation, which was performed
in both dry and wet environments. Considering that
the maximum indentation depth measured in all the
tests, in both dry and wet environments, was kept to
less than 10% of the coating thickness, 62.6 ± 4.07 μm
(not shown here), the substrate influence should have
been minimised by the ‘rule of thumb’ [16]. Hence,
the technique would have provided reasonably accu-
rate modulus values of the composite coatings. In dry
conditions, increasing the filler content produced a
near-linear increase in modulus. However, no similar
increase was noted with increasing filler content in
wet conditions. This may be due to the presence and
the mobility of water absorbed by the hydrogel poly-
mer. During the loading period, the concentrated
stress around the indenter would have allowed some
of the water to be forced out near the indentation
region together with the nCHA particles present in
the composite systems. This might explain why the
5 wt.% nCHA-containing composite coating had a
similar modulus to the filler-free coating sample.
The cellular response of human osteoblast (HOB)
cells to PHEMA/PCL-nCHA composite coatings was
assessed. The inclusion of nCHA particles in the
hydrogel polymer matrix was shown to be beneficial
since not only did it inhibit coating delamination
during 14 days of incubation in culture medium but
also improved the bioactivity of the composite coat-
ings. When the coated sample is immersed in culture
medium the medium would diffuse through the coat-
ing surface, rapidly hydrating the coating material,
PHEMA. The medium would eventually reach the
coating-substrate interface and consequently weakens
the coating adhesion to its underlying substrate.
However, the presence of nCHA particles at the inter-
face would have improved the mechanical adhesion
of the coating to the substrate compared to filler-free
coatings, resulting in the greater stability of those
coatings in wet environments. The observation of
mineralised extracellular matrix on the 10 wt.%
nCHA-containing composite coating after 14 days
in culture has promising implications for the possi-
bility of earlier bone-bonding in vivo. This prelimin-
ary study may warrant future investigation to obtain
more evidence regarding the cellular response and
the relative bioactivity of different types of the com-
posite materials.
Overall, the hydrogel-nCHA composite coating
containing 10 wt.% nCHA was shown to have the
greatest coating stability and adhesion strength on Ti-
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6Al-4V substrates both in wet and dry conditions. It
also had the greatest bioactivity. Therefore, PHEMA/
PCL with 10 wt.% nCHA appears to be the most
promising coating material for metal implants such
as bone plates and dental posts, which would not
require a great insertion torque such as that needed
for bone screws. This composite coating could pro-
vide a soft, low modulus interface between the metal
implant and bone tissue, thereby reducing the stress
shielding effect while encouraging the highest bioac-
tivity compared with the other composites.
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